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SIKKERHEDSLABEL - SAFETY LABEL
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Afdæk irrelevante advarslsikoner med afdækningslabels.

Cover irrelevant warning icons with cover labels.
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READ THE MOUNTING INSTRUCTION!
Read this manual thoroughly before mounting, 
use and service.

CORROSIVE SUBSTANCES!
The tank can contain acidic substances that can 
cause corrosive damage to skin and material.

SLIPPERY!
Risk of wet and slippery areas in and around the 
tank.

MOVING PARTS!
Risk of crushing due to moving machinery in the 
tank.

LACK OF OXYGEN!
There is no oxygen in the tank. Before entering 
the tank, be sure to vent the tank thoroughly.

UV-LIGHT!
The tank can contain UV light that can cause eye 
damage.

SUPERVISION REQUIRED!
A supervising person is required outside of the 
tank, when someone is working in the tank.

WASH YOUR HANDS!
Clean yourself and used tools thoroughly after 
working around the tank. Disposable tools (e.g. 
gloves) are discarded.
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LÆS MONTAGEVEJLEDNINGEN!
Denne vejledning læses grundigt før montage, 
brug og vedligeholdelse.

ÆTSENDE MIDLER!
Tanken kan indeholde syredamp, som kan ætse 
hud og materialer.

GLAT!
Der kan være glat føre i og omkring tanken.

BEVÆGELIGT MASKINERI!
Der er bevægelige dele i tanken, som kan med-
føre klemningsfare

FARE FOR ILTMANGEL!
Der er ingen ilt i tanken. Tanken udluftes inden 
nedgang i tanken.

UV-LYS!
Tanken kan indeholde UV-lys, som kan skade 
øjnene.

OPSYN PÅKRÆVET!
Under arbejde i tanken, skal der altid være en 
opsynsmand uden for tanken.

VASK HÆNDER!
Husk at rengøre dig selv og arbejdsredskaber 
grundigt efter arbejde med tanken. Engangsred-
skaber (fx handsker) kasseres.




